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SPUR GEAR

HAND WINCHES—UP TO 2,000 LBS

LIGHT-DUTY PERFORMANCE

with Robust Construction & Features

The Spur Gear Series of hand winches (up to 2,000 pounds) is a popular, versatile
solution for lifting, lowering, and positioning loads in a variety of applications.
Yet, it incorporates the same uncompromised quality and features for which
Thern is known. Heavy steel construction, clear zinc-coated finish, machine-cut
steel gears, bronze bushings, and radial ball bearings deliver rugged-duty
service that will last. It's perfect for construction, maritime, and manufacturing
environments.

Adjustable
Handle _
« Adjustable

handle provides
ability to increase
mechanical
advantage or
speed as load
weight varies

Solid Steel
Machine-Cut Gears

* Precision-cut, zinc-coated steel
gears resist corrosion, increase
efficiency, and provide accurate
and durable operation

Composite Gear Guards —

* Glass-filled nylon, encased gear
guard enhances safety and
includes grease zerks for easy

lubrication

Welded Steel Drum

* Robust drum design and
large spool diameter
minimize drum wear and
extend wire rope life

Quick-Disconnect

Anchor

« Swaged ball fitting holds
load and allows additional
flexibility for quickly
attaching or removing

! Product Shown:
wire rope

M4312PB

Automatic Weston-Style Brake

» Spring-engaged, ratchet-pawl design offers additional
reliability and positive load control for lifting and lowering

* Enclosed (pawl and ratchet) envelope keeps brake clean,
dry, and protected for reliable service and haptic feedback

» Durable friction discs reduce wear and increase service life

Available

Non-Brake Units

« Non-brake unit allows

PERFORMANCE

T hern

Winches & Cranes

IMPERIAL

Series Load Finish Drum Brake
Rating
M4022PB 1000 1bs  CSRLATC  Narow  ves
Clear Zinc .
M4032PB 1,000 lbs Plating Wide Yes
M4042PBSS 1,000 Ibs Stainless Wide Yes
M4ZI2PB 20000bs  CSELADC  Narrow  Yes
M4312PBSS 2,000 lbs Stainless Narrow Yes
M4412PB 2,000 Ibs ClearZinc  \ide  Yes
Plating

METRIC

additional flexibility in Series .
horizontal pulling I Logd Finish Drum Brake
applications only Rating
Clear Zinc
M4022PB 450 kg Plating Narrow Yes
Clear Zinc :
M4032PB 450 kg Plating Wide Yes
M4042PBSS 450 kg Stainless Wide Yes
M4312PB 905 kg C'&%E%‘gc Narrow  Yes
M4312PBSS 905 kg Stainless Narrow  Yes
Clear Zinc i
M4412PB 905 kg Plating Wide Yes
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m NOTICE: These products are not for

lifing people or things over people. Refer to technical pages for detailed performance information.
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Drum
Capacity

130 ft

250 ft

240 ft

10 ft

10 ft

210 ft

Drum
Capacity

39 m

76 M

73 m

33 m

33 m

64 m

Force
to Lift
1,000 lbs

41 lbs

41 lbs

46 lbs

17 lbs

17 lbs

17 lbs

Force
to Lift
453 kg

19 kg

19 kg

21 kg

8 kg

8 kg

8 kg




DIMENSIONAL

DRAWINGS

Model M401
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Models M4022PB
and M4032PB

handle
rotation €
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Wire Rope Installation: Models M4022,
M4022PB, M4032, and M4032PB

Quick-Disconnect Anchor Flange-Clip Anchor

Model M4032 and M4032PB Base
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handle
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M4042PBSS Base
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T hern

Winches & Cranes

Models M4312PB, M4412PB, and M4312PBSS

M4312PB, M4412PB, and M4312PBSS Base

° bl L]
handle i1 LTJ

rotation €
i T
E o
B
Models M4312 and M4412
M4042PBSS and M4412 Base
= 7
L T !
G L
e
handle |
rotation ¢
E
4

Wire Rope Installation: Models M4312, M4312PB,
M4312PBSS, M4412, and M4412PB

Quick-Disconnect Anchor Flange-Clip Anchor
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DIMENSIONAL

DRAWINGS

Spur Gear Hand Winches—Dimensions

[ o [ o | momrn | s | womes | woaress | wem wommo [wimeoss | wesn | weaneo
(in) (mm) (in) (mm) (in) (mm) (in)  (mm)  (in) (mm) (in) (mm) (in) (mm) (in)  (mm) (in) (mm) (in) (mm) (in) (mm)

Drum Diameter 150 3810 150 3810 150 3810 150 3810 1.50 3810 250 6350 250 6350 250 6350 250 6350 250 6350 2.50 63.50
Flange Diameter 4.06 10312 456 11582 4.56 115.82 4.56 115.82 456 1582 550 139.70 5.50 139.70 550 13970 550 13970 550 13970 550 139.70
Drum Width 275 6985 200 5080 200 50.80 4.00 101.60 400 101.6 3.00 7620 3.00 7620 300 7620 300 7620 600 15240 6.00 152.40
A 6.56 166.62 727 187.00 7.27 186.60 7.36 187.00 736 187.00 8.30 21120 10.20 271.50 10.70 27150 1020 259.00 13.70 384.00 13.70 384.00
B 10.56 26822 9.00 22800 1212 31040 TN.00 27790 1422 36200 1290 35500 13.00 331.00 14.40 367.00 1420 359.60 16.00 407.00 17.40  443.00
€ 456 11582 612 156.00 612 156.00 612 156.00 612 156.00 6.90 177.00 7.20 183.00 720 18300 720 183.00 720 183.00 7.20 183.00
D 250 6350 331 8300 327 83.00 331 83.00 327 8300 3.80 96.00 4.00 101.00 4.00 101.00 400 101.00 400 101.00 4.00 101.00
E 250 6350 200 48.00 200 4800 200 4800 200 4800 230 58.00 4.00 101.00 440 101.00 400 101.00 400 101.00 4.00 101.00
F 581 14757 525 13400 812 20900 719 18260 1012 25900 990 24930 830 209.60 10.70 272,70 10.80 27400 1130 286.00 13.80 351.00
G 850 21590 1053 281.00 1059 281.00 1053 26750 1059 26750 1050 267.00 8.80 223.00 10.50 268.00 10.50 267.00 880 223.00 10.50 268.00
H' N.28 26851 1356 344.00 1312 331.00 1356 34400 1312 333,00 1340 340.00 1330 339.00 1520 386.20 1510 384.00 13.30 339.00 1510 385.00
J 219 5563 184 4700 184 4700 300 7700 300 7700 140 37.00 330 85.00 330 8500 330 8500 630 161.00 630 161.00
K 438 11125 368 9400 368 9400 568 14400 568 14400 530 134.00 5.30 135.00 530 13500 530 13500 830 21.00 830 211.00
L 250 6350 282 7200 282 72.00 200 5100 200 5100 5.00 127.00 500 127.00 500 12700 500 127.00 500 127.00 5.00 127.00
M 350 8890 500 12700 500 12700 500 12700 500 12700 6.00 153.00 6.00 153.00 6.00 153.00 6.00 153.00 6.00 153.00 6.00 153.00
S (hole dia.) 40 1016 43 11.00 43 11.00 43 11.00 43 11.00 40 10.00 .40 10.00 40 1000 40 1000 40 10.00 40 10.00
T 18 4.57 18 5.00 18 5.00 18 5.00 18 5.00 .20 5.00 .20 5.00 .20 5.00 20 5.00 .20 5.00 20 5.00

Dimensions are for reference only and subject to change without notice.
! Models M401, M4022PB, M4032PB, and M4042PBSS handles are adjustable.
Dimension shown is for maximum handle length.

Spur Gear Hand Winches—Dimensions

Drum

Dia | FlangeDia{Drumwigth|] A | 58 | ¢ | o | e | f o [ w | 3 [ « [ ¢« S (hole dia)
(in) (mMmm) (in) (mMmm) (in) (mMmm) (in) (mMmm) (in) (mMm) (in) (mMm) (in) (MmM) (in) (mMm) (in) (mMm) (in)  (mm) (in) (mm) (in) (mm) (in) (mMmm) (in) (MmM) (in) (mMmM) (in) (mMm) (in) (mMm)
M4312 25 635 55 1397 3 76.2 10 254 127 3226 715 1816 4 1016 4 101.6 8 203.2 8.75 22225 1335 339.09 334 84.84 531 13487 5 127 6 1524 40 10106 18 4.57
M4312PB 25 635 | 55 | 1397 3 76.2 10 254 145 3683 715 1816 4 1016 4 101.6 10.78 2738 10.59 268.99 1519 38583 334 84.84 531 13487 5 127 6 1524 40 10106 18 4.57
M4312PBSS 25 635 55 1397 3 76.2 10 254 145 3683 715 1816 4 1016 4 101.6 10.78 273.8 10.59 26899 1519 38583 334 84.84 531 13487 5 127 6 1524 40 1006 18 4.57
M4412 25 635 55 1397 6 152.4 10 254 157 3988 715 1816 4 1016 4 101.6 N 279.4 8.75 22225 1335 339.09 6.34 161.04 831 211.07 5 127 6 1524 40 10106 18 4.57
M4412PB 25 635 55 1397 6 152.4 10 254 175 4445 715 1816 4 1016 4 101.6 13.78 350.0 10.59 26899 1519 38583 6.34 161.04 831 211.07 5 127 6 1524 40 1006 18 457

! Models M4312PB, M4312PBSS, and M4412PB handles are adjustable. Dimension shown is for maximum handle length. Dimensions are for reference only and subject to change without notice.

Spur Gear Double Reduction Hand Winches—Dimensions

Flange Dia. | Drum Width S (hole dia.)

(in) (mm) (in) (mm) (in) (mm) (in) (mMmm) (in) (mMmm) (in) (mm) (in) (mm) (in) (Mmm) (in) (mMmm) (in)  (mMmm) (in) (mm) (in) (mm) (in) (mm) (in) (mm) (in) (mm) (in) (mm) (in) (mm) (in) (mMm)
M452 400 1016 850 2159 638 1620 1525 3873 2200 5588 1069 2715 581 1475 581 1475 1481 376.1 18.62 4729 2444 6207 675 1714 950 2413 1125 2857 1250 3175 56 14.2 25 6.3 — —
M452B 400 1016 850 2159 638 1620 1525 3873 2190 5562 1069 2715 581 1475 581 1475 1643 417.3 1838 4668 2419 6144 675 1714 950 2413 1125 2857 1250 3175 56 14.2 25 6.3 — —
M452B-A 400 101.6 850 2159 400 1016 1525 3873 19.62 4983 10.83 2750 581 1475 581 1475 14.06 357. 1838 466.8 2419 6144 450 143 7]2 1808 1125 2857 1250 3175 56 14.2 25 6.3 — —
M492 500 127 1238 3144 762 1935 2038 5176 2512 638.0 1400 3556 7.50 1905 750 1905 18.44 468.3 2250 5715 30.00 7620 800 2032 1200 3048 1550 3937 17.00 4318 .81 205 38 9.6 — —
M492B 500 127 1238 3144 762 1935 2038 5176 2500 6350 1400 3556 7.50 1905 750 190.5 19.53 496.0 1850 4699 26.00 6604 8.00 2032 1200 304.8 1550 3937 17.00 4318 .8l 205 38 9.6 — —
M492-12 500 127 1238 3144 1200 304.8 2038 517.6 2950 7493 14.00 3556 7.50 190.5 750 190.5 22.82 5796 2250 5715 30.00 762.0 8.00 2032 1638 4160 1550 3937 17.00 4318 .81 205 38 96 1238 3144
M492B-12 5.00 127 1238 314.4 1200 304.8 2038 517.6 2938 7462 1400 355.6 7.50 1905 7.50 1905 2390 607.0 1850 4699 26.00 6604 800 2032 1638 416.0 1550 3937 17.00 4318 .81 205 .38 9.6 1238 314.4

TModels M4312PB, M4312PBSS, and M4412PB handles are adjustable. Dimension shown is for maximum handle length. Dimensions are for reference only and subject to change without notice.
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Configurations and Performance Characteristics—Up to 2,000 Ibs

PERFORMANCE oo i LOAD RATING T Double| Force?
ode eSCFIptIOh R ope R to li
CHARACTERISTICS
(Ib) (kg) (Ib) (kg) (Ib) ) (in) (mm) (ft) (M) (ft) (m) (ft) (m)
M40l 500 lb—marine duty 500 226 400 181 300 136 /8 32 7 2 60 18 130 39
(for pulling only) 316 48 4 1 27 8 60 18
M4022 1,000 lb—marine duty 1,000 453 700 317 500 226 1/8 32 4 1 52 15 130 39 2851 — 40 181 12 5
(for pulling only) 316 48 3 09 26 7 57 17
M4022PB 1,000 lb—marine duty 1,000 453 700 317 500 226 1/8 32 4 1 52 15 130 39 2851 — 41 186 17 7
All Models with brake (for lifting) 316 48 3 09 26 7 57 17
Disc Brakes—Dimensions M4032 1,000 Ib—marine duty 1,000 453 700 317 500 226 1/8 32 T 3 MO 33 250 76 2851 — 40181 14 6
- - - - - . M4032PB 1,000 lb—marine duty 1,000 453 700 317 500 226 1/8 32 T 3 TO 33 250 76 2851 — 41 186 18 8
(in) (mm) (in) (mm) (in) (mm) (in) (mm) (in) (mm) (in) (mMmm) with brake (for lifting) 316 48 7 2 5 15 N0 33
MB451 497 1262 10.44 2651 2125 5397 487 1236 244 619 862 2189 M4042PBSS 1,000 Ib—stainless steel 1,000 453 800 362 600 272 1/8 32 12 3 TO 33 240 73 3.831 — 46 209 24 10
MB491 515 130.8 10.62 269.7 2138 543.0 4.87 1236 244 619 10.56 2682 with brake (for lifting) 316 48 8 2 48 14 TNO 33 (el arzsr)
T Handles are adjustable. Dimension shown is for maximum handle length. Dimensions are for V4|64 |51 27| 8| 59 |17
reference only and subject to change without notice. M4312 2,000 Ib—marine duty 2,000 907 1,600 725 1200 544 3/16 48 8 2 48 14 MO 33 3831 1471 20 91 23 10
(for pulling only) 4 64 5 1 27 8 59 17 (dbl gear)
506 79 4 1 17 5 39 1
M4312PB 2,000 Ib—marine duty 2,000 907 1,600 725 1,200 544 3/16 48 8 2 48 14 1O 33 — 1471 17 77 28 12
with brake (for lifting) 4 64 5 1 27 8 59 17 (dbl gear)
506 79 4 1 17 5 39 1
M4312PBSS 2,000 lb—stainless steel 2,000 907 1,600 725 1,200 544 3/16 48 8 2 48 14 10 33 — 1471 17 77 28 12
with brake (for lifting) /4 64 5 1 27 8 59 17 (dbl gear)
_ 506 79 4 1 17 5 39 1
Models MB451 Models M452, Models M452B, M452B-A, M4412 2,000 lb—marine duty 2,000 907 1,600 725 1200 544 3/16 48 18 5 97 29 210 64 3831 1471 20 91 25 T
and MB491 M492, and M492-12 M492B, and M492B-12 (for pulling only) V4 64 14 4 52 15 120 36 el b
506 79 M 3 35 10 77 23
N B —71 M4412PB 2,000 Ib—marine duty 2,000 907 1,600 725 1200 544 3/16 48 18 5 97 29 210 64  — 1471 17 7.7 30 13
T with brake (for lifting) /4 64 14 4 52 15 120 36 (dbl gear)
G T 506 79 T 3 35 10 77 23
o G Please contact Thern or nearest Thern Distributor for firm fixed price and delivery.
For Models M4022, M4022PB, M4032, and M4032PB, ball end is available for 1/8 inch and 3/16 inch only. For Models 4042PBSS, M4312, M4312PB, M4312PBSS, M4412, and
H M4412PB, ball end is available for 3/16-inch and 1/4 inch only.
Q 2Actual drum capacities may be 25-30% less due to nonuniform winding. Wire rope tension will also affect drum capacity.
handle SApproximate handle force required to lift 1,000 lbs with an empty drum and maximum handle length.
handle | rotation € . . N
™ rotation € Configurations and Performance Characterlstlcs—Up to 10,000 lbs
g A4 ! " o | loabraTNG | wire
F (e]e[S] escrlp [e]g] ope H
(in) (mm) (ft) (m) (ft) (M) (ft) (m) (Ib) (kg) (Ib) (kg)
M452 4,000 Ib—marine duty 4,ooo 1,814 3,300 1,496 2,500 1,133 /4 64 23 7 130 39 300 91 4421 19541 10 45 83 38
Base for M492-12 Base for M452, M452B, (for pulling only) 506 79 18 5 89 27 200 60 (dbl gear)
and M492B-12 M452B-A, M492, and 3/8 95 14 4 64 19 140 42
R E— - MEEE Vol M452B 4,000 lb—marineduty 4,000 1814 3,300 14962500 1133 V4 64 23 7 130 39 300 91 — 19541 10 45 91 42
T B i with brake (for lifting) 516 7.9 18 5 89 27 200 60 (dbl gear)
M . | B L= TT 3/8 95 14 4 64 19 140 42
A i L . ! ! ! M M452B-A 4,000 Ib—marine duty 4,000 1,814 3,300 1,496 2,500 1133 1/4 64 13 3 83 25 190 57 — 19541 10 45 83 38
Wire Rope 4 } | | | | 1 ivyth ﬁrgke(forllgtt;jng) 506 79 9 2 56 17 120 36 (dbl gear)
Installation: o s | | NS 3/8 95 7 2 40 12 89 27
All Models = ra S | : M492 10,000 Ib—marine duty 10,000 4,535 7,400 3,356 5,400 2,449 516 79 27 8 240 73 540 164 5001 25001 8 36 166 76
— f Tl ! (for pulling only) 3/8 95 21 6 170 51 390 118 (dbl gear)
set screw ——> -y o 1= /2 127 15 4 100 30 230 70
L‘? V*j P J ﬂ M492B 10,000 Ib—marine duty 10,000 4,535 7,400 3,356 54002,449 5/16 7.9 27 8 240 73 540164 — 25001 8 36 173 79
K with brake (for lifting) 3/8 95 21 6 170 51 390 118 (dbl gear)
12 127 15 4 100 30 230 70
N - M492-12 10,000 Ib—marine duty 10,000 4,535 7,400 3,356 5,400 2,449 5/16 7.9 46 14 380 115 850 259 5.00:1 25001 8 36 175 80
(for pulling only) 3/8 95 37 1 270 82 610 185 (dbl gear)
12-inch drum width 2 127 27 8 160 48 360 109
M492B-12 10,000 Ib—marine duty 10,000 4,535 7,400 3,356 54002,449 5/16 7.9 46 14 380 115 850 259 — 25001 8 36 190 87
with brake (for lifting) 3/8 95 37 M 270 82 610 185 (dbl gear)
12-inch drum width 12 127 27 8 160 48 360 109
MB45] Disc brake only for M452 (for lifting) 13 6
MB491 Disc brake only for M492 and M492-12 (for lifting) 5 7

Please contact Thern or nearest Thern Distributor for firm fixed price and delivery.
'Actual drum capacities may be 25-30% less due to nonuniform winding. Wire rope tension will also affect drum capacity.
2Approximate handle force required to lift 1,000 lbs with an empty drum and maximum handle length.
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